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Abstract—In this paper, we present a new coarse-grained re-
configurable architecture called FleXilicon for multimedia and
wireless communications, which improves resource utilization
and achieves a high degree of loop level parallelism (LLP). The
proposed architecture mitigates major shortcomings with existing
architectures through wider memory bandwidth, reconfigurable
controller, and flexible word-length support. VLSI implementa-
tion of FleXilicon indicates that the proposed pipeline architecture
can achieve a high speed operation up to 1 GHz using 65-nm
SOI CMOS process with moderate silicon area. To estimate the
performance of FleXilicon, we modeled the processor in SystemC
and implemented five different types of applications commonly
used in wireless communications and multimedia applications
and compared its performance with an ARM processor and a
TI digital signal processor. The simulation results indicate that
FleXilicon reduces the number of clock cycles and increases the
speed for all five applications. The reduction and speedup ratios
are as large as two orders of magnitude for some applications.

Index Terms—Array processing, loop-level parallelism, reconfig-
urable architecture, system-on-chip (SOC).

I. INTRODUCTION

M ULTIMEDIA and wireless communication applications
demand high computing power, flexibility, and scala-

bility. An application-specific integrated circuit (ASIC) solu-
tion would meet the high computing power requirement, but
is inflexible and not scalable. On the other hand, general pur-
pose microprocessors or digital signal processing (DSP) chips
are flexible, but often fail to provide sufficient computing power.
Various processor architectures such as VLIW or vector proces-
sors have been introduced to increase the computing power, but
the computing power is still insufficient or the architectures are
too power hungry or expensive in silicon. Since early 1990’s, re-
configurable architectures have been proposed as a compromise
between the two extreme solutions, and been applied for multi-
media and wireless communication applications as surveyed in
[1] and [2]. Reconfigurable architectures are flexible and scal-
able and can provide reasonably high computing power, and
hence they are suitable for multimedia and wireless communi-
cation applications.

A reconfigurable architecture has evolved from the logic-
level fabric to the processing-level fabric [1], [2]. The logic level
fabric is a fine grained architecture, in which logic level circuits
are mapped into configurable lookup tables (LUTs) and routing.
In contrast, the processing level fabric is a coarse grained ar-
chitecture, which incorporates predesigned processing elements
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such as adders, multipliers, shifters, and logical units as building
blocks. The processing-level fabric has several advantages over
the logic-level fabric such as efficient area, high performance,
and low power, but it suffers from low flexibility and inefficiency
at bit-level operations [2], [3]. This paper concerns only coarse
grained architectures due to those reasons.

Some critical loop operations such as discrete cosine trans-
form and motion estimation for multimedia applications and
filter operations, equalization operations in wireless communi-
cation applications usually consume a good portion of the total
execution cycles. The key issue in implementing multimedia
or wireless algorithms onto a reconfigurable architecture is to
map critical loops into processing elements optimally to meet
the computing need. Two major techniques for efficient execu-
tion of loops for reconfigurable architectures are pipelining and
loop level parallelism (LLP). The pipelining technique, which
is widely employed for coarse-grained reconfigurable architec-
ture, achieves high throughput. Several compilers are available
to generate a pipelined datapath from a given data flow graph
and to map the pipelined datapath onto processing elements
[4]–[9]. The LLP technique was investigated initially for par-
allel computing machines such as supercomputers and multipro-
cessor systems, and it executes multiple iterations concurrently
in a loop with multiple processors [10]–[12]. The LLP can be
a good technique for mapping a loop into a reconfigurable ar-
chitecture, since it achieves a significant speedup with a large
number of processing elements.

While various types of classifications for coarse grained ar-
chitectures were made in previous papers [1], [2], [13], we cat-
egorize existing coarse grained architectures into two groups,
datapath-oriented and instruction-oriented, based on the type
of instructions performed by underlying processing elements.
A processing element for a datapath-oriented architecture exe-
cutes only one type of operation once it is configured, and a re-
quired dataflow is constructed by routing necessary processing
elements.

A datapath-oriented architecture usually has mesh-struc-
tured processing elements, and the architecture is suitable for
mapping loops into a pipelined datapath, which achieves high
throughput. However, in general, the architecture results in
low resource utilization. Several existing architectures such as
MATRIX [14], REMARC [15], MorphoSys [16], and PactXPP
[17] belong to this group. To implement the LLP on a data-
path-oriented architecture, the body of the loop is replicated on
a mesh, and multiple iterations are executed concurrently using
hybrid of both pipelining and LLP techniques. This scheme
is employed for Chameleon architecture presented in [22].
However, low resource utilization still remains as problematic
because of large redundancy introduced during the mapping.

In contrast, a processing element of an instruction-oriented
architecture performs a sequence of operations, which are de-
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fined by instructions, microcodes, and/or control signals. In-
structions are stored in a configuration memory and fetched by a
controller to control the processing element. As a processing el-
ement can execute the entire body of a loop, the LLP is simply to
assign multiple processing elements running concurrently. Ex-
isting reconfigurable architectures belong to this group include
RAW [18], PADDI [19], Chameleon [20], and AVISPA [21]. We
consider an instruction-oriented architecture in this paper due to
high resource utilization.

Although instruction-oriented architectures offer higher
resource utilization compared with data-oriented architectures,
there are three major shortcomings for existing reconfigurable
machines. First, since the LLP increases simultaneous memory
access linearly to the number of parallel operations, existing
machines suffer from shortage of available memory bandwidth.
It is usually the limiting factor for high performance. Second,
since the reconfiguration capacity of a controller should be
set for the largest loop body, it results in large overhead and
performance degradation for existing architectures. Finally, the
number of processing elements should be sufficiently large to
achieve a high degree of parallelism in the LLP. To mitigate
the problems, we propose a new instruction-oriented reconfig-
urable architecture called FleXilicon [23]. FleXilicon increases
the memory bandwidth with employment of a crossbar switch
network (XBSN). FleXilicon adopts a reconfigurable con-
troller, which reduces the overhead associated with execution
of instructions. In addition, flexible word-length operations for
FleXilicon increase the sub-word parallelism (SWP) [24].

This paper is organized as follows. Section II describes a
resource utilization issue in the LLP and shortcomings with
existing architectures. Section III presents the proposed recon-
figurable architecture and explains how the shortcomings are
addressed in the proposed architecture. We also describe VLSI
implementation of the architecture. Section IV presents simula-
tion results and compares the performance of the proposed ar-
chitecture with conventional processors. Section V draws some
conclusions on the proposed architecture. Finally, it should be
noted that this paper is an extension of an earlier and brief ver-
sion presented in [23].

II. PRELIMINARY

In this section, we discuss resource utilization of existing ar-
chitectures and critical design issues considered in developing
our architecture.

A. Resource Utilization
Resource utilization is a key factor to achieve high perfor-

mance for reconfigurable architectures, and it can serve as a
key metric to decide an appropriate architecture type. As cat-
egorized earlier, two different types of existing architectures
such that datapath-oriented and instruction-oriented architec-
tures have different resource utilization depending on the mech-
anism to execute loops. Consider an example loop in Fig. 1.
Fig. 1(a) shows an example pseudo code for a simple N iter-
ative loop. The loop body of the code can be transformed to five
operations as shown in Fig. 1(b). Fig. 1(c) shows a transformed
data flow graph (DFG) of the loop body, which can be mapped
to processing elements.

Fig. 1. Example loop and a data flow graph of its loop body. (a) Pseudo code
of the N iterative loop. (b) Operation assignment results. (c) DFG of the loop
body.

Fig. 2 shows a mapping of the DFG in Fig. 1 onto an 8 8
mesh datapath oriented architecture, which employs pipelining
and the LLP. In this mapping, we assume that a processing ele-
ment (PE) has four possible connections with its neighbor PEs.
Each PE is configured as a required operator, and interconnec-
tions are configured to form the datapath flow. Note that delay
elements are necessary for the pipelining. Fig. 2(a) indicates
the case where input/outputs (I/Os) are available only at the
boundary of the mesh. Most PEs are idle during the operation,
and some of them are assigned simply as delay elements to pro-
vide interconnections to the I/O bus. Note that PEs usually do
not have large memory to store temporary results of loop cal-
culations. Further, only two iterations can be mapped onto the
mesh due to lack of available input ports, and hence the degree
of the LLP is two. Only 10 PEs out of 64 PEs are used for ac-
tual processing to result in 15.6% of resource utilization. When
an unlimited number of I/Os are available as shown in Fig. 2(b),
the degree of parallelism increases to eight, and the resource uti-
lization to 62.5%. Note that an unlimited I/O accessibility alone
does not guarantee high resource utilization because of the mis-
matches between a mesh structure and the DFG of a loop body.
In addition, severe reconfiguration overhead incurs if the size of
a DFG exceeds the size of a given mesh. For some applications
such as infinite-impulse response (IIR)/finite-impulse response
(FIR) filters, the datapath oriented architecture can be a better
choice provided a DFG matches with the mesh structure.

Fig. 3 illustrates the LLP for execution of loops on an instruc-
tion oriented architecture with unlimited I/Os, in which opera-
tions of a loop are executed on the same PE sequentially, and
multiple iterations are executed concurrently on different PEs.
In contrast to datapath oriented architectures, high resource uti-
lization is achieved for instruction oriented architectures as long
as the number of iterations of a loop exceeds the number of
available PEs, and it is usually the case for our target applica-
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Fig. 2. Mapping onto a datapath oriented architecture (a) with limited I/Os and (b) with unlimited I/Os.

Fig. 3. LLP for an instruction oriented architecture with unlimited I/Os.

tions. Therefore, instruction oriented architectures offer higher
resource utilization and hence better performance than datapath
oriented architectures. However, existing instruction oriented
architectures does not exploit the full potential of the LLP due
to several limitations as described in the following subsection.

B. Design Issues
There are three major design issues, memory bandwidth, con-

troller design, and sub-word parallelism, in the LLP for instruc-
tion oriented architectures.

1) Memory Bandwidth: An instruction oriented architecture
has a higher demand on simultaneous peak memory access than
a datapath oriented architecture. For examples, the instruction
oriented architecture in Fig. 3 requires 128 input and 64 output
memory accesses at certain peak times, while the datapath
oriented architecture in Fig. 2 requires 48 input and 8 output
memory accesses constantly. PEs with a limited memory
bandwidth should wait at certain peak cycles until necessary
data is available from the memory. Therefore, wide memory

bandwidth is a critical design issue to realize high degree
parallelism for the LLP. However, existing instruction oriented
architectures fail to provide sufficient memory bandwidth to
maximize the LLP. To name a few, Chameleon [20] provides
configurable memory access up to 128 bits, which is insuffi-
cient for seven 32-bit PEs. PADDI [19] uses a crossbar switch
to provide non-conflict connections among PEs, but it has a
limited memory access capability. The memory system for the
proposed architecture provides guaranteed operand access from
local memories to PEs, which maximizes the LLP.

2) Controller Design: A memory-based controller de-
termines the operations of PEs for a conventional instruction
oriented architecture. A sequencer generates global instructions,
which, in turn, select VLIW-like instructions of a reconfigured
memory. These memory based controllers have several prob-
lems as described next. First, the size of an instruction memory
is typically small such as eight entries for Chameleon [20]
and PADDI [19]. If single iteration requires a larger number
of instructions than supported by the instruction memory, the
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instruction memory should be reconfigured. It causes a severe
degradation of the performance. To support a larger number
of instructions, the memory size should be increased, which
results in large area overhead and configuration time over-
head of the controller. Second, to share a localized controller
among PEs, it needs multiplexers and demultiplexers, which
complicates the design as well as large silicon area, hence
independent controllers are required even when all PEs have
the same functionality. Third, a memory-based controller is not
suitable for control of instruction pipelines, as each pipeline
stage requires different memory locations. Hence, it necessi-
tates a large size memory for super-pipeline stages. Finally, to
process branches or control flows, a sequencer should operate
at a higher frequency than PEs, which might limit the operating
frequency of the PEs.

PADDI [19] uses an external sequencer as a global controller
which generates 3-bit global instructions. The global instruction
points eight different nano-store memories, which contain eight
53-bit VLIW instructions. Similarly, Chameleon [20] has a con-
trol logic unit (CLU), which consists of a PLA for finite state
machine and selects eight-word instruction memory to control
datapath units (DPUs). AVISPA [21] has VLIW-like controllers
and a configuration memory. Unlike other instruction oriented
architectures, RAW [18] uses a microprocessor as a PE. Hence,
instructions are fetched and decoded to execute operations like
a conventional microprocessor. As the result, the area overhead
for instruction cache, instruction fetch logic and decoder logic
is high.

3) Sub-Word Parallelism: Algorithms in multimedia and
wireless communication applications require various precisions
of data. For example, audio algorithms generally require high
precision ranging from 16 bits to 24 bits. An 8-bit to 16-bit
resolution is common for video algorithms. A wide range of
precisions from 4 to 32 bits are used for wireless communi-
cation algorithms. Sub-word parallelism (SWP) is a method
to increase the parallelism by partitioning a datapath into
sub-words, so that multiple sub-word data can be processed
concurrently [24]. Therefore, the SWP can be used effectively
for parallel processing of the various precision data in multi-
media and wireless communication applications.

Only a few of reconfigurable architectures adopt SWP in
a limited manner. PADDI [19] supports 32-bit additions by
concatenating two 16-bit execution units (EXUs). Chameleon
[20] supports two 16-bit additions and single 32-bit additions in
DPU. In addition, Chameleon provides two types of multipli-
cations, 16 24 and 16 16, without the benefit of increased
parallelism. Note that none of mesh structured architectures
supports the SWP since additional interconnections among PEs
is very costly.

III. PROPOSED RECONFIGURABLE ARCHITECTURE

Our proposed reconfigurable architecture FleXilicon intends
to provide massive parallel processing of loops for multimedia
and wireless communication applications. FleXilicon is in-
tended for use as a coprocessor attached to a host processor,
as it is optimized for data dominated loop operations rather
than control dominated operations (which are suitable for a
general purposed processor). Typically, FleXilicon performs

only critical loop operations, while the host processor handles
remaining tasks. Also, the host processor is responsible for
managing FleXilicon through its control registers. In this
section, we describe the overall architecture of FleXilicon and
then our schemes to address shortcomings of exiting instruction
oriented architectures.

A. Overall Architecture
FleXilicon has an array of processing element slices

(PESs), where is scalable. A PES is the basic block for the
LLP and consists of an array of processing elements, which
enables execution of multiple iterations of a loop in parallel. It
is also feasible to allocate different outer loops or simultaneous
multi-threads to different multiple PESs. A PES is connected
to only its neighbor PESs for easy scalability and to a host
processor through a high-speed system bus.

Fig. 4 shows the overall architecture of FleXilicon. One PES
consists of two local memories, an XBSN (Crossbar Switch Net-
work), 16 processing element and multipliers (PEMs), and a re-
configurable controller (RC). The number of operations that can
be executed simultaneously on 16 PEMs depends on the type of
the operation such as 32 8-bit arithmetic logic unit (ALU) op-
erations and 16 8 8 multiplications. The local memories pro-
vide storages for I/O data streams to be read/written by the host
processor and for temporary data for the PES and other neigh-
boring PESs. The XBSN provides various types of memory ac-
cesses and flexible word length operations. The reconfigurable
controller is responsible for generating control signals for the
local memories, the XBSN, and the 16 PEMs.

One PEM can perform single 8 8 multiply and accumulate
(MAC) operation and two 8-bit ALU operations, and it consists
of two PEs, two partial accumulators (PACCs), and one 9 9
multiplier. A PE consists of three 8-bit ALUs, five 8-bit data
registers, a status register, and a carry controller. The state reg-
ister stores four different kinds of states—negative, overflow,
zero, and carry according to the execution result of ALUs. The
values of the status register are transmitted to the reconfigurable
controller, so that the controller switches the state of the state
machine based on the execution results. To support multiple
word operations, the carry controller propagates the carry from
the previous stage. To protect results from overflows or under-
flows during accumulations, two PACCs may be configured as
a 16-bit accumulator for iterative single 16-bit accumulations
or two 8-bit accumulators for two independent 8-bit PE opera-
tions. A PE supports various operations including general ALU
operations such as addition, subtraction, logic operation, and
configurable application specific operations such as add com-
pare select (ACS), sum of absolute difference (SAD), weighted
sum, and clipping operation. Other application specific opera-
tions may be added to a PE by configuring the datapath of the
PE. These configurable operations reduce the number of clock
cycles for loop processing when implementing algorithms of
wireless communications and multimedia applications.

B. Processing Element Slice (PES)
As noted above, a PES is the basic processing unit for the LLP,

and its structure is shown in Fig. 5. To provide enough memory
bandwidth for the LLP, a PES has two 16 kB (512 entries with
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Fig. 4. Overall architecture of FleXilicon.

Fig. 5. Structure of a PES.

256-bit each) memories. Two independent addresses index two
256-bit data of the two local memories. Through the XBSN,
two operand registers fetch 512-bit operand data to be executed
by 16 PEMs. The XBSN includes two 32 32 8-bit crossbar
switches, so any 8-bit word among 32 operands can be fetched
to any operand register.

A local memory has 256-bit wide dual I/O ports (two ports
for read and two ports for write), which enable simultaneous
read/write accesses for the host processor and for PEMs within
the PES and/or those for neighboring PESs. The memory system
enables a fetch of 64 8-bit operand data in single clock cycle,
equivalently, two operand data for each PE, under any oper-
ating condition. Hence, it meets the peak demand for memory

Fig. 6. Instruction pipeline stages. (a) PE operation. (b) Multiplication opera-
tion. (c) MAC operation. (d) Multi-cycle PE operation.

access during loop executions. Since the versatility of memory
access is an important factor to support various types of algo-
rithms in multimedia and wireless communication applications
and to minimize the communication overhead among PEs, the
XBSN provides various types of memory accesses including
broadcasting and butterfly access. Versatile memory accesses
enable efficient execution of various algorithms which requires
complex memory accesses during loop executions.

There are two writing channels for local memories. The first
one is for the external memory access, which is multiplexed with
a neighboring PES and a host processor. The second one is a
dedicated channel for local PEMs. 16 PEMs generate 64 bytes
(4 bytes for each PEM including 2 byte accumulation data), and
they are transferred to either local memories directly without
data alignment or operand registers with data alignment through
XBSN.

Fig. 6 shows a few configurable instruction pipeline stages
for a PES. LD is the first pipeline stage, where 512-bit data
are loaded from the local memory to sense amplifiers. XBSN
is the operand fetch stage through the XBSN, PE is the execu-
tion stage, MULT is the multiplication stage, and ST is memory
write stage. Fig. 6(d) is the case when multiple clock cycles are
required for the execution stage.
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Fig. 7. Structure of a controller.

C. Reconfigurable Controller

The controller of a PES generates appropriate control signals
for instruction pipeline stages—LD, XBSN, MULT, PE, and ST.
Fig. 7 shows the structure of an LUT-based controller, which
consists of LUTs, user programmable registers (called user reg-
isters), an address generation unit (AGU), a control signal gen-
eration datapath, and a status data buffer. The host processor
communicates with the controller through user registers to ini-
tiate the controller or to retrieve the status of the controller and
the PES. The status data buffer stores the values of the status reg-
isters in PEs, which can be transferred to the local memories.

To mitigate the shortcomings of existing memory-based con-
trollers, the proposed controller adopts a fine-grained recon-
figuration like an FPGA. Unlike previous memory-based con-
trollers, the proposed controller maps combinational logic onto
LUTs and employs high speed predesigned datapaths to gen-
erate control signals. The complexity of the proposed controller
is, in general, simpler than existing memory-based ones, since
it supports only required operations of the loop, not all possible
functionality of a PE. Further, while mapping the controller onto
LUTs, conventional logic optimization techniques can be ap-
plied for logic minimization. Additionally, a controller can be
shared across multiple PESs to exploit the benefit of the LLP.

The current configuration of controller has 128 CLBs with
1024 LUTs and 1024 F/Fs, which is equivalent to a Xilinx
Virtex2 xc2v80 [37]. The configuration stream is transferred
through the system bus from the host. The maximum size of
the configuration bits for the controller including LUTs, and
the mapping memory is 73.64 kB, and the reconfiguration time
is around 37.7 us assuming the system bus speed of 1 GB/s
(32-bit at 250 MHz).

The AGU, consisting of four address registers and three ad-
dress generation adders, is a predesigned block responsible for
generation of control signals for local memory access. The con-
trol signal generation datapath provides generation and remap-
ping of control signals for the XBSN and the PEMs. A hybrid of
a datapath scheme and a mapping memory scheme are adopted

Fig. 8. Structure of an XBSN.

for an XBSN block, since it requires complicated calculations
for generating control signals (such as for shift and rotate op-
erations) and needs to store frequently used configurations in
the mapping memory. Some PEM control signals are gener-
ated from the datapath, while others are simply fetched from
the mapping memory or bypassed from the LUT. Our sophisti-
cated controller, when compared to existing memory based con-
trollers which simply store configurations of datapaths, leads to
more versatile functionality and potentially higher speed oper-
ations for the same controller area.

D. SWP With Flexible Word-Length Support

FleXilicon embedding the proposed XBSN supports flexible
word-length operations such as shift, MAC, and addition/sub-
traction, which leads to a high degree of SWP. The proposed
XBSN as shown in Fig. 8 consists of multiple sets of mul-
tiplexers, which provide various dataflow paths. The XBSN
supports multiple various word length shift operations, specif-
ically 8-, 16-, and 32-bit shifts. Fig. 9 illustrates one-bit
arithmetic shift right operations using scrambling multiplexers
(SC MUXs) and a 32 32 8-bit crossbar switch. An SC MUX
performs a bit scrambling operation, which produces 8-bit
words by collecting corresponding bits from the operands. For
example, all LSBs of the operands
are packed into a single word. The XBSN performs a neces-
sary shift or rotate operation, and the result is passed to the
descrambling multiplexer SC MUX. The scrambled data are
descrambled to restore the original bit ordering. Scramble
and descramble multiplexers with incorporation of a crossbar
switch eliminate the need for multiple barrel shifters to save
the area. It also provides multiple flexible word-length shift
operations, which is not feasible with a conventional barrel
shifter.

Various reconfigurable multiplication and MAC architectures
have been published [38], [39]. We propose a new scheme called
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Fig. 9. One-bit arithmetic shift right operation.

DASM (Divide, Accumulate and Sum Multiplication) to pro-
vide flexible word-length MAC operations targeting for the in-
struction oriented architecture. As described in [40], a MAC op-
eration can be expressed with lower precision multiplications as
in (1). and are the multiplicand and the multiplier, respec-
tively, where is the accumulation index. The scaling factor is
used to align the partially accumulated results for the summa-
tion. A partial multiplication can be expanded repeatedly with
half precision multiplications until it reaches atomic multipli-
cations. Partitioned multiplication results are partially accumu-
lated first, and scaled partial products are summed later. This
method enables high speed flexible word-length MAC opera-
tions, which can be accomplished with parallel 9-bit multipliers
(implemented with PEMs). Even though additional sum cycles
are required for the summation of partial products, MAC oper-
ations are accelerated with parallelized high speed multiplica-
tions, and summation of the partial products are required only
at the end on MAC iteration

(1)

where is the most significant part of A, is the least
significant part of A, is the bit width of A and B.

Fig. 10 illustrates the DASM procedure for 16 16 MAC
operations. Four iterative 16 16 MAC operations can be
performed with four 8 8 PEM units as shown in Fig. 10.
An XBSN divides multiplicands into 8-bit chunks and feeds
them (with the sign extension) to appropriate PEM units.
Each PEM accumulates four independent and divided MAC
operations in five cycles, and four partial results are summed
in four cycles including the XBSN pipeline cycles. FleXilicon
provides various types of single or multiple MAC operations
(such as sixteen 8 8, eight 16 8, five 24 8, four 32 8,

Fig. 10. Pipelined execution of the DASM.

four 16 16, two 24 16, two 32 16, and one 32 32
MAC) using 8 8 atomic MAC units of PEMs. An XBSN
supports various sizes of multiplicands necessary for flexible
word-length MAC operations.

Finally, 8-bit PEs in multiple PEMs can be concatenated to
construct a wide bit-width adder or subtractor, in which each PE
is configured as a carry selection adder to minimize the critical
path delay.

E. VLSI Implementations and Their Performance

FleXilicon with a single PES configuration was implemented
with a mix of standard cell based design and custom circuit
design in 65-nm CMOS SOI process technology. Local mem-
ories and high-speed data paths were implemented as custom
circuits, while the remaining blocks were implemented using
standard cells. A 64 64 bit multi-port RAM macro was devel-
oped to construct local memory blocks. To provide low latency,
a local memory was designed for single cycle memory access.
An XBSN was implemented with 2 1 and 4 1 multiplexers
composed of transmission gates.

Unlike conventional architectures with 16 or 32 bits as the
size for atomic operations, 8 bits are the atomic operation for
FleXilicon. Hence, high speed 8-bit adders are essential to
achieve high performance for FleXilicon. Existing high speed
adders focus on wide bit-width additions such as Breton Kung
(BK) [25], carry look-ahead adder (CLA) [26], bypass adder
[26], parallel prefix (PPrefix) [27], whose speed improvement
are rather insignificant for 8-bit additions. We investigated
speed optimization for 8-bit adders, which is based on a 1-bit
bypass scheme. Note that conventional bypass adders typically
bypass 4 bits, which are slow for 8-bit additions. Fig. 11 shows
the proposed 1-bit bypass scheme for 8-bit adders. The signal

, where , denotes that the carry propagates
from the previous bit stage. The signal is the carry signal from
the previous bit , and the signal is the carry signal from
the stage . The proposed adder is similar to a Manchester
carry-chain adder [26], besides it has a bypass path. Unlike
conventional bypass adders in which carry paths are isolated
from bypass paths, a carry and a bypass for the proposed adder
share the same path through incorporation of transmission
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